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JK Spring Spacers  

Tools needed: 
¶ This installation guide 

¶ Basic mechanics tool set 
 

Important Notes:  
 
Prior to beginning this or any installation read these instructions to familiarize yourself with the required steps and 
evaluate if you are experienced and capable to personally perform these modifications.  A factory service manual 
should be used in conjunction with these installation instructions. 
 
Refer to the parts list to ensure that all necessary components and hardware has been included. If any parts are 
missing please contact your local TeraFlex dealer for assistance. 
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Disconnect the shocks at the axle with an 18mm.  

Support the front axle and disconnect the track bar at the 

axle with a 21mm. 

FRONT INSTALL 
Raise and support the vehicle by the frame so the ax-

les can droop. Remove the wheels and tires. See the 

factory service manual for safe support locations. 

Loosen all control arm bolts with a 21mm and an 18mm. DO 

NOT REMOVE ARMS OR BOLTS. 

6 

Remove the spring and the spring isolator. Some              

applications require disconnecting the sway bar links. 

Remove the brake line from the axle side brackets by prying 

them open. Remove the bracket with a 10mm. Lower the 

axle until the springs can be removed. Do not overstretch the 

ABS and breather lines. 
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Slide the spacer, then the isolator up the jounce tube, spacer 

first with the flare facing down. 
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REAR INSTALL 
Raise and support the vehicle by the frame so the   

axles can droop. Remove the wheels and tires. See 

the factory service manual for safe support locations. 

Reconnect the shocks with an 18mm. Torque to 56 ft-lbs    

(76 Nm). If installing on a lift, proceed to rear step 1 and in-

stall the rear spacers. 

Reinstall the spring. Be sure to seat the bottom of the spring 

into the groove in the spring pad. 

Reconnect the track bar once the vehicle is on the ground. 

Torque bolt to 125 ft-lbs (170 Nm) Torque wheel lug nuts to 

95-115 ft-lbs (129-155 Nm). 

1 

With the jeep on the ground at ride height, torque the upper  

control arms to 75ft-lbs (102 Nm), the lower control arms to 117 

ft-lbs (159 Nm) at the axle and 125 ft-lbs (169 Nm) at the frame. 

Spacer 

Isolator Groove 
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Remove the track bar from the axle with a 21mm. Loosen all control arm bolts with a 21mm and an 18mm. DO 

NOT REMOVE ARMS OR BOLTS. 
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Remove the parking brake cable bracket from the outside of 

the body with a 10mm deep socket and discard.  

Remove the clips that secure the ABS wiring harness to the 

upper control arm mount. 

Remove the brake line mount from the frame with a 10mm. 

7 

Remove the shocks at the axle with an 18mm 
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Lower the axle and remove the springs. Do not over stretch 

the ABS, breather and brake lines. Some kits may require 

disconnecting the rear sway bar links. 

Remove the factory isolator from the upper spring perch and 

install onto the new spring spacer. 
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If removed, reconnect the sway bar links. Torque the top stud 

to 66 ft-lbs (90 Nm) and the lower bolt to 75 ft-lbs (102 Nm). 

Install the spring. Raise the axle high enough to reinstall the 

shocks. Torque shock bolts to 56 ft-lbs (76 Nm). 

Reinstall the brake lines to the frame. Torque to 84 inch-lbs 

(9 Nm). 
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To aid in installation, apply grease to the top of the new spacer. 

Press the isolator and spacer assembly into the upper spring 

perch. You can use a piece of wood as a spacer between spring 

spacer and the axle, then raise the axle to press the spacer in. 

Grease Here 


